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INTRODUCTION possible to determine the height of a sound you have

Binaural recording and signal processing are generating never heard before, or to determine the timbre of a
boundless enthusiasm in the audio press these days, poten- sound from an unknown direction. The timbre cues used
tially offering perfect surround from only two loudspeak- to determine height for one person may bear little re-
ers, incredible earphone reproduction, etc. Yet the physics semblance to those of another.
of binaural hearing and the enormous differences in ear 6. The ability to localize sound without visual reinforce-
shape between different individuals present possibly insur- ment varies widely among individuals. If you measure
mountable barriers to these goals. This paper will review the frequency response variations with angle of the indi-
the principals of binaural heating, and use the results of our viduals who localize poorly you find their pinnae have
own research and that of many others to describe just how much more uniform response than individuals who lo-
high these barriers are. We will then show a few ways they calize well. Some people have difficulty telling if a
can be bypassed or worked around. Our own research sound source is in front or behind them.
goals at Lexicon are binaural recording techniques which 7. Frequency response differences between individuals are
are at least as effective for two channel loudspeaker repro- maximum in the forward direction.
duction as standard miking, improved performance from Figures 1, 2, and 3 show some response curves measured
loudspeaker stereo, and headphone equalization which al- for forward incidence of several subjects. The probe micro-
lows the full benefits of binaural recording to be enjoyed phone was placed as close to the eardrum as possible. Note
by a large fraction of interested listeners, the differences between the left and right ear of each sub-

ject, and the large variation between individuals. There is

LOCALIZATION WITH BINAURAL HEARING more here we can see. In figure 1 notice the left ear of this
First lets review what scientists in the field know already: individual has more gain at 2kHz than the right This ear
1. People perceive sound distance and direction only will be more susceptible to hearing damage. An earphone

through cues present in the sound pressures at the two placed on this ear does not yield this extra gain, and so the
eardrums. There are no magic bone conduction or body treble response from earphones will always be weighted to
conduction effects, the right. Such differences between the right and left ears

2. The influence of the shadowing of the torso, head, and are very common among individuals, and show no clear

pinnae on the frequency spectrum perceived at the pattern in our data.
eardrums is both profound and a strong function of Lets see why these differences exist: (Kuhn)
sound direction. Figure 4 shows the polar response of KEMAR at several

3. The frequency effects of the pinnae are radically differ- frequencies with a male adult pinna and without a torso. At
ent between different individuals, and between the two 5kHz we get a notch from beneath the dummy. At 9kHz
ears of a single individual. Pinnae response curves are there is a notch below the dummy, but also one in front. At
as unique as fingerprints. 10kHz this notch has moved to about 20 degrees above the

4. Direction in the horizontal plane is almost entirely horizontal plane, and at 12kHz there are a series of compli-
determined through pressure DIFFERENCES between cated notches at 30 degrees elevation. Clearly the brain
the two ears, both amplitude and time. These differ- could determine the height of a broad band sound source
ences tend to be similar between individuals, by detecting the frequency of these notches.

5. Direction in the vertical (medial) plane is determined Figure 5 shows the same type of data a different way,
through comparing the perceived frequency spectrum of and graphs five different pinnae. Note the general rotation
a sound source to previous experience with such of the notches is easy to see, but note also that the differ-
sources at known directions. Thus it is not in general ences between the pinnae are maximal from the front, and
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couplermicroponeof KEMAR(withouttorso).Maleadult

- -ts.e pinna."- · -" showsthedirectivityof theheadaloneat 5.8
............................... - kHz;Pinnareplacedby aflat plate.-From Kuhn29 58 168 298 G88 1_ 2k b-k 11_ 28](

Figure2. ForwardPinnaeResponse,FC discriminatethe elevationof a frontal soundas accurately
aspossible.To do this you want theresponsein thatdirec-
tion to be as complex as possible, and to change as quickly............................... _15.8
as possible with direction. Couple this needed complexity

.................... -/_.&_-...... te.e with the genes responsible for human facial differences,
',_ \'_. and you have an audio engineers's nightmare.

................... ,_t--_-_ ....... 5.8

---,.__ ,x_:j - - _ ..... 8.e..... tK,- - - LOUDSPEAKER STEREO
^ ./. ,,, Nearly everyone expects the musicians to sound in front of

_'_!i_:i'-_'-iTi_ii:i: "i"'"__ s.e them when they listen to stereo. Fortunately when the

, loudspeakers are in front the individual's own pinnae give
-' , le.e the frequency response necessary for frontal localization. It

................................. ts.e is almost accidental that two stereo loudspeakers at +30 de-
......................... -_ ..... grees also work. They do so only because for most individ-ze sa lee zee ,.,_e lk 2k 5k 18k 28k

uals the frequency response is nearly constant as a sound
O Loft

..,- ,,,,, source moves from zero to +30 degrees in the horizontal
Figure3. ForwardPinnaeResponse,PM plane. Ordinary stereo is only capable of reproducing

sounds which are perceived as coming from a line connect-
minimal from above! When the frequency response of a ing the loudspeakers.
sound source does not match the one expected from the
front thebrain tendsto interpretit ascomingfrom aboveor USING FREQUENCY RESPONSE TO CREATE AN
inside thehead.Notice alsohow all thepinnaehavea max- ILLUSION OF HEIGHT
imum in treble responseabout+50 degreesfrom the front In somecaseswith loudspeakerswe can use frequency
abovethehorizontalplane.Sucha rising trebleresponseis responseto pull imagesabovethe horizontalplane.If we
typicalof all cars. give soundsa frequencycontourequalto thedifferencebe-

Figure 6 shows how these rotating notches can be created tween the frequency response of a desired elevation and
with a very simple model. (from Butler and Beldndiuk, the response at the actual position of the loudspeaker we
1977) Figure 7 shows the resonances and anti resonances in can create an image with the illusion of height. We need
a typical ear which combine to give the response we mca- the specific responses of the individual listener to make
sure. Note there are a lot of them. (from Platte via Blauert) this work well, but fortunately directions above the listener

It is obviously to our advantage as a species to be able to tend to have rather simple frequency response, and it is fre-
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quently not too difficult to tween the two loudspeakers. All crosstalk elimination
achieve a height illusion schemes are equivalent to a L-R boost at low frequencies.
which works for many Such a boost is vital in playing recordings made with a

a people. Making a source dummy head, which have little or no difference signal at

i appear to descend below low frequencies. The resulting boost simply raises theirthe loudspeaker is more low frequency separation enough to match normal stereo
difficult. Motion in the recordings. Alan Blumlein realized the need for an L-R..=

vertical plane is only pos- boost in his original 1931 work on stereo, where he started
sible for relatively broad with recordings made with closely spaced omni micro-

" band sources with a spec- phones. What Blumlein called "shuffling" is simply
trum which is familiar to crosstalk elimination confined to low frequencies.

the listener, especially If ordinary intensity or widely spaced stereo recordings
sources which move from are played with such a boost there will be much too much

an expected position to a low frequency energy. Thus when ordinary stereo record-

new one. ings are played through crosstalk elimination the circuit
must confine its action to mid and high frequencies.

IT ONLY WORKS IN The need for bass separation is quite conu'oversial in Eu-
NEAR FIELD OR A rope, where many engineers use closely spacedpressuremi-

._L WELL DAMPED crophonesand find no problems with the lack of basssepara-
ROOM don. To my ears these recordings can sound quite natural on

°° _ Phantom images outside earphones, but lack spaciousness on loudspeakers. Interest-ABOVE FRONT BELO_f BEHIND ABOVE

,___,, ,_,T_C,._,_, ,._ _G,E_S. the line connecting the ingly, carefully set-up symmetric playback rooms can reduce

Figure 5. Vertical, median speakers are only possible the audibility of difference signals at !ow frequencies, since
plane responsefor five pinnas if the room is not reflective, the sameroom modes will beexcited by each loudspeaker.In
and small KEMAR's head The hearing mechanism sucharoom an L-R bassboost is inaudible.
without torso. Curve#7 is for needs a relatively
head alone where pinna was
replaced by a flat plate. Note purespectrumfrom A_n

the rotationof nulls in front the direction of the r_'and rear. -From Kuhn loudspeaker in order

to have enough in- r_' ._ t0_formation to detect a change. Thus the playback room ,,mT gO' O%A_vt
should be absorbent and very carefully set up. ",,J t_

10s'

WIDENING THE HORIZONTAL PLANE WITH t2o'
CROSSTALK CANCELLATION uL_ . _r

We can extend the localization in the horizontal _ 6 ,Hz 10_

plane beyond the +30 degree spread of the loud-
speakers by increasing the interaural time and level
differences at the ears of the listener through interau-
ral crosstalk cancellation. Ideally we should also
make an additional correction to the equalization,

since the 90 degree response in the horizontal plane
FRONT

is slightly different than the frontal response. (see zT0'.
figure 8. - IX} curve for 90 degrees on the Neumann
Dummy) In my experience speclral cue is incapable ?.5KIIz
of causing side localization without crosstalk elimi-
nation. Interaural crosstalk elimination works well

without speclral cues, but confines the listener to a

very small area. Spectral cues might spread the effec-
tive area only slightly. Interaural crosstalk elimina-
tion works very well for a correctly positioned listen-
er, and creates the most realistic illusion of being in
an original sound field that I have heard without cus-
tom equalized headphones.

LOW FREQUENCY L-R BOOST (SPATIAL EQ)
Figure 6. Rotation of null in the vertical median plane directivity,

If we really try to increase the pressure differences measuredat coupler microphonefor a model reflector.The insert
between the two eardrums at low frequencies we shows the rotation of the null inthe spectrum at the earcanal
must dramatically boost the difference signal be- entrance.-From Butler and Belendiuk, 1977
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pots in the usual way, since the low frequency width will

I ......... i! "-"_ii:_l'i f':'i, then match the width of the panned images. This ability to

dB mix allows the dummy to be used as a main microphone

oJ __:; & :i pick-up, where its ability to record the hall and maintain

u 10 :...'"'&"_".............:"_..--/ - '

c proper depth perspective can be optimally used. After spa-
"'_ tial equalization accents can be added in a familiar way

A i! without spoiling the result either on headphones or speak-

'o

C ers. As usual with accents the image from the accent tendsQ, to be brought closer than the original. If this effect is not
- . . desirable it can be corrected with an ambience simulator

such as the Lexicon 480.

1-10 _ Playing back such a compatible binaural signal on loud-
v speakers with crosstalk elimination (remember to remove

2 5 10kHz 15 the bass L-R boost before you connect Cooper's system, or
frequency _ use "Panorama Normal" on the Lexicon) is for most people

the most accurate way to reproduce an original sound field.
Figure7. Two individual,smoothed external-eartransfer In a good playback room the illusion of height and depth infunctionsandstructurallyaveragedcurve.Theresonances
andantiresonancesareindicated.-From Platte1979by way the forward hemisphereis marvelous,and soundextends
of Blauert all the way to the sides of the listener. I have not been suc-

........................... cessfulincreatingreliableimagesfullybehindthelistener,

I----------'-"---:--'--'---------------"----'--:-"--7i_ii i_i-f--.ts which is easy to do in earphones, but the accuracy of the; _ '.,.' '.. .to front image is excellent. The issue of matching the forward
..... ,....... - - .,':,---,_' ._.- - _- ..... .,- - s response of the system to the listener's ears does not arise.

._/_)_-_?.. ..;_:._ff_'._,_.._Oo'_.... ,.-..._.oj: .,' _-:
. . ._o2,_%.,_.-,.,_.-_,---...... : .-¥:;_-_-%_;-:_,-_..._, °

t _:3_ ..,., .-. .;.:..,,_ ,, -.<.o.._.-. ............................... -,., TO SUMMARIZE:_:_:._'7 ,.. _ ... s
·'_-/ _' Ordinary loudspeaker stereo works in part because itr .............................. _ _ x9

,_.1 utilizes the listener's own pinnae in a fashion which just
............................. happens to be close to their natural function. Under ideal29 S° roi 289 SOO lk lb Sk tSk _'9k

,:: L listening conditions it is possible to use frequency contour-
ing and crosstalk elimination to move some images above

.............................................................. _ and beyond the loudspeakers. The process works best
.............................. i '_s when sources have familiar spectra, or with sources which

............................... _'_° move. Howevereven under ideal conditionsthe process
...... '.' ' '.,' '. ' can be expected to work for some people and not for oth-· _ ;.* % .'. .? . . .

.......... '-%'- - ;..ff;c.-/;-_.:_._'x.. _.;(,_.x.:;..-_ . _.
· ' ' '7' _ \a o._....... _.._ ;.. . _ .. . __ ers. Movement beyond the loudspeakers in the vertical

', _.... / " .... 3'_ _ s plane can be made to work in a much larger listening area
-: ........................... _:;._'.,'-,0 thanlargemovementin thehorizontalplane,wherethedif-
............................. '"_._-_t_ ference between the ear signals provides the primary cue.

'T ........... ?-- -- .... V......... _--? ....? y v ? T v ? T V ? ? T T T V T T V r ? VT V ? V T

Z° se tee zee see Ih ak ak tea 2°1,

_:_'_ ,_:_ EARPHONE REPRODUCTION OF BINAURAL AND
Responseof KU-81i.-- - musicA/B;oooo0°freefield; STEREO
...... 30°freefield;..... 90°freefield. Alas the subjectof earphonesis morecomplex.Earphones
Figure8. Responseof the NeumannKU81idummyat various are problematic not only for binaural reproduction, but
anglesinthe horizontalplane.-FromGriesinger evenfor ordinarystereo.Placingtheearphoneon thepinna

profoundly alters the frequency response of the ear. If we
The lack of low frequency separation may not be notice- wish to reproduce a sound source in front of the listener we

able in a completely symmetric playback room, but it is have no choice but to accurately measure the transfer func-
quite noticeable on a typical home system. To be really tion between the sound source and the eardrum, measure
compatible with loudspeaker stereo recordings, binaural the transfer function between the earphone and the
recordings should have a L-R boost applied. When played eardrum, and correct the earphone response to match the
over earphones these recordings will sound too wide and natural spectrum. Correction curves developed this way are
spacious, just as ordinary recordings do. Ideally earphone very different for different individuals. Work of this kind
amplifiers should remove the boost, which will make ordi- has been reported by many researchers, including Plenge,
nary stereo recording sound better also. Blauert, Theile, and Wightman. With a lot of luck the pro-

One of the major requirements of any recording micro- cedure works. With careful measurement of both ears, and
phone is a signal which allows easy mixing of accent mi- independent equalization of each channel, the earphone re-
crophones. The low frequency L-R boost is important here sponse can be compensated so that a sound source appears
too. Once the head has been equalized and spatially equal- to be outside the listener's head and in the horizontal plane.
ized it is possible to mix accents into the signal with pan Ordinary stereo played through these phones sounds very
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good.Timbreappearsentirely natural,andbalanceand1o- _ ................................ ts.e

calizafion are also good. It is not sufficient to simply by- , ................................. ia.8

pass the pinnas in playback by using transducers which '5 s.0couple directly to the ear canal. Such a transducer still , .............................
must be equalized so the resulting response at the eardrum ................... a.8

.......... tmatches the measured frontal transfer function. - , ,

Our goals for earphones are: More accurate headphones, _ .... :.,_., =..,- - - -;,- ...... s.e
both for use by the recording engineer in making a record- ' ' ,

........ _./ - - - 18.8
ing, and by the consumer. This goal has several sub goals:

Earphones should provide: -ts.e
a. sharp localization of pan-potted sources when listen-

ing with headphones za sa tbs z_ sea lk zk sk lsk zm,
Left

b. accurate right/left balances when using headphones to --,- -_,,,

balance recordings Figure11.Correctioncurvesfor AKG240headphones
c. no change in timbre of a panpotted source as the posi- on PM

fion is swept from right to left.
d.. accurate(orat least plausible) timbre. - .............................. _.ts.s
e. Out of head localization. - .............................. |-_ts.e
In addition we want much more accurate frontal local- /

ization than current headphones provide, so Binaural ................................ -/-l+ms.a

recordings have a chance of sounding realistic. To meet ',, ,'---. ,/' ___.-tI/
these goals some form of custom earphone equalization is /_" fq'"J-/_+s.e
unavoidable. Is such equalization possible? '" " ' ' -_----t..... _._- -_'- -_._ -r .... r ..... 5.8

Theansweris a definiteYES,but themeasurementproce- ' ! /- - - -I-ts.8
dure is Iricky,tedious, and not very repeatable. Furthermore, - - - ',,-'
in spiteof the very best effortsit is unsuccessfulfor some in-
dividuals.Lets see why: - -_,__j-ts.s

Seefigure9. ze ss ms z_ saa u, z_ Sk tOk ZSk
Left

Notice the ear dram is at an angle relative to the ear canal. __,_ ._.a.
The actual angle Figure12. Correctioncurves for AKG240 headphones

__,,a_d_ varies greatly from on MC

individual to individ-
ual. A very different also changes wildly. Furthermore, the way it changes depends
pressure will be mea- on whether the pinna is open or if it is closed by an earphone.

f sured if the probe It is nearly impossibleto keep the probe from moving when
tube moves from the an earphone is put on or taken off. With my equipment the

s bottomto the top. measuredfrequencycorrection above lOkI-Izis nearlyalwayslqla

See figure 10. wrong. (see Stevenset al.)) With luck we get repeatabledata
Figure9.CrossSectionthrougha
typicalearcanal.Thedashedlineis As the probe below about 8kHz, and when this is equalized correctly the
anapproximationto themidlineof moves closer and listenercan usuallysuccessfullymanuallyadjustthe top 3
thecanal. -FromStevenset.al. further from the bandsof a 1/3octaveequalizerwhile listeningnoiseor to fa-

drum the response miliarmusic.
See figure 11, 12 correction curves for two people.

............... /_,_ ...... . ts._ The equalization curves developed for one individual
' i usually have a passing resemblance to those for another in-.......... _ z_-/-- - -"- _ .............. .te.e dividual, especially when they are measured to 1/3octave.

.... A; ........ ',._'-"_-_ _ The resemblance is only apparent. I have yet to find any
- ........ s.a individual who does not greatly prefer their own correction

-- /, -v-_-' '-5-. --- ..... ',-,---X_._-ff--...e curvesto any oneelse's.Usually anotherperson'sequal-izationis incapable of providing frontal localization.
- -/'_ - ........... -'._ - - _\:' - -I-s.,

ji !'"',' /- I Spikofskiand Theile at the IKr in Munich have developed......................... ! - -4s.e a standardfor earphone equalization.Under this standardear-
............/ _ J .... I_-_-l-is6 phonesareeqnalized so the ear canalpressure with thephones
.;_- - ...... --_-_-_-,-,---,-",/, __[_L_l ' (averagedover a largenumber of individuals)matchesthe dif-
ze sa tee zee sss lk zk Sk tSk ZSk fuse field response of the same individuals.This may be the

best compromise if one earphone equalization must be im-
Figure10.Twouncorrectedrighttransferfunctionsof the
sameear.Solidlinewiththe probeagainsttheeardrum, posedon all people.Thedifferencein timbreandlocalization
dashedwiththeprobepulledaway.butstillwellwithinthe betweenthis and customequalizationis dramatic.
earcanal. The only encouragingpoint in all this is fiat one can grow
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accustomed to a given earphone response through repeated to depend on the listener. Some listeners appear to achieve
listening.Many engineers report that after long use they are out of head localization (OHL) with a simple 2/3 octave
able to effectivelybalance with the oddest earphones.Hearing magnitude equalization of the system, and some listeners
is marvelously adaptive. However in my own experience this never achieve OHL even when the exact impulse response
adaptation is misleading. One is convinced of the reality of is duplicated digitally, both amplitude and phase. (This
the listening experience,but balances made with mismatched comment is from Elizabeth Wenzel.) At this point my best
eat'phonesare not correctwhen laterheard over loudspeakers, guess is that the ability to achieve OHL depends not only

on the ears of listeners, but also on their ability or willing-
TO SUMMARIZE: ness to suspend the evidence of their other senses. In the

Reproducing binaural sound through earphones has a built absence of visual cues external localization may be impos-
in requirement that the earphones be matched in some way sible for some people. In this regard the ability of a binau-
to the listener. When this is not done binaural reproduction ral system to track head movements may be helpful. Scott
through headphones is basically a sham. However after Foster has developed a system called the Convolvotron
long use motivated listeners can convince themselves that (using Wightman's ear data) which is capable of generating
binaural recordings work. For such listeners, it probably a binaural representation of a moving monaural source.
does. However the reality they experience may not be the The position of the source accurately tracks the movements
one which was actually present in the recording situation, of the listener's head. This system works surprisingly well,

especially when the transfer functions of the system match
DIFFICULTY OF MEASUREMENT those of the listener. Bo Gering in Toronto has alsodevel-

As we mentioned before it is not at all easy to repeatably oped such a system, which works surprisingly well for me.
measure the frequency response of a person's external ear But even with these systems not all listeners are satisfied.
and ear canal, especially if you want the position of a It would be helpful to know the accuracy to which the
probe microphone in the ear canal not to change when ear- spatial transfer function of a recording and a listener must
phones are placed on the head. In fact, Klaus Genuit says match. It may be possible to obtain this information with as
the differences between his anthropomorphicdummy and system such as the convolvolxon. The convolvotron derives
his simplified dummy are within the differences measured its continuous position changes by interpolating time re-
with the same test subject on two different days. The best sponses stored in its memory. Clearly the intermediate
measurements I have seen have been made by Wightman. t_ansfer functions thus derived will not match the real ones
Deep lucite earmolds of his subjects were made, and then very well, and yet the machine is amazingly effective. Av-
the plastic in the ear canals was drilled until it was paper eraging time responses in this way continuously alters both
thin. The microphone probe was affixed to the end of the amplitude and phase in an interesting way. We do not
eannolds, right next to the eardrum. Repeatability of these know if this averaging is optimal, or if interpolating the
measurements is very good, and when the data are used in magnitude response only might work as well.
Scott Foster's computer the results are excellent. Our cur- Alexander Persterer from AKG in Vienna tells me that
rent data are only marginally repeatable, even with the fre- equalizations which include corrections for phase produce
quency averaging of the 1/3 octave measurements and the more preciselocalizationthan those which do not. Howeverit
deliberate spatial averaging. They also usually suffer from is my guess that for satisfactory reproduction of music the
a consistent over boosting of the high frequencies, equalizationneed notbe veryprecise. I suspectthat magnitude

Figure 13 shows two correction curves for the same per- only equalizationto within ldB or so when averagedover 1[3
son makeat twodifferenttimes, octavebands willbe goodenough.Phase informationmaybe

chiefly usefulto catchneedlesflybizarre settingsof the equal-
ACCURACY NEEDED izer.Ourcurrentanalysissystemdoesnotmeasurephase.

The degree of accuracy needed in the response appears In my experience 2/3 octave magnitude equalization
works pretty well - and 1/3 octave equalization is more

................................. -t,_s., than good enough. Equalization to higher accuracy thanthis is probably a bad idea, particularly for reproducing

.............................. ?* - ,_e.8 music from broad sources.

............................. £ t - 5.8. , INDIVIDUAL VARIATION AND LEFT/RIGHT
l....................... ... - - -_ , ..e DIFFERENCES

· .., Unfortunately different individuals have very different
......................... s.e head/pinnae equalization curves, even when spatially aver-

re., aged and measured to 1/3 octave accuracy. Theream also
large differences between the left and right ears of a pattie-

...................................... ts.e ularindividual.

z, sa _ z_ sac tk zk sk tak zek It appears to be a popular belief that left/right asymme-

Figure13.CorrectioncurveforAKG240headphonesonDG tries are necessaryor perhapsevencritical for OI-]L. We
leftearontwoseparatemeasurements.Solidcurve10:00 haveno data to support this contention,and severalbits
am, dashes 3:30 pm. which contradict it. The newest Aachen head is entirely
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symmetric, and works well for some people, including my- A pink noise source which is acoustically flat does not sound
self when I listened through my own custom equalized like it has equal energy in each 1/3octave band. It is exceed-
phones. But we have noticed that reversing the channels of ingly instructive to put a reference microphone in front of a
a standard binaural recording even after both channels good loudspeakerand equalize the speaker output for flat re-
have been separately 1/3 octave equalized makes a differ- sponse. If you then listen to the loudspeakerwith your head in
ence to the sound of the recording. The difference is hard the same place you will be very surprised by the timbre you
to describe. Reversing the channels does not destroy OHL hear. Not all the timbre problems will be due to the loud-
for the author, but the correct channel assignment definite- speaker!The importantpoint is that the timbre we hear from
ly sounds better, sound sourcesdepends mongly on our past experienceswith

There is a much more dramatic difference if the two that sound source and its apparent direction.Wehave no way
channels of the recording microphone have not been sepa- of knowingthe real timbreof pink noise.
rately equalized, or if a correctly equalized set of head-
phonesis wornwith the earphonesreversed.Large errors EQUALIZING HEADPHONES
in balance and timbre are obvious. These balance and tim- The procedure we use is relatively simple. First, we set up a
bre errors persist even when ordinary stereo is played, high quality loudspeaker in a large well damped room, and

For example, If we play monaural pink noise through measure its frontal pink noise response with a B&K 4133
headphones we usually do not hear a sharp image in the microphone and a dbx RTA1 1/3 octave analyzer. We then
middle of our nose. The image is usually quite spread out, attempt to measure the transfer functions (the frequency re-
since the transferfunctionfrom the ear- sponses)betweenthe loudspeakerand the
phone to the ear drum is different for eardrums of a test subject. The loud_-
each ear, and the resulting response does er is moved around slightly during the test
not match the transfer function of the to give some spatial averaging, but is in
same pinnae to a frontal sound source, front of the listener.
The imagecanbe narrowed(andthe lat- Ourfirstmeasurementsuseda tinymi-
eralizafionaccuracyof the headphones crophoneinserted in the ear canal.This
canbe considerablyimproved)by intro- methoddid not give us data whichwas
ducinga 2/3octaveor a 1/3octaveequal- accurateenough toyieldeither frontallo-
izer into eachchanneland changingthe calization or correct timbre. This tech-
left/right balance of each frequency band nique might have worked if the micro-
untilthenoiseimageis narrowandexact- phonefullyclosedthe ear canal- hut the
ly centered.The differencesin equaliza- " complex responseof the microphonein
tion canbe surprisinglylarge- morethan Figure14.Probemicrophoneused the canaland the very large changesin

bySpikofski.Ourswassimilar,in-
4dB for somebands.A simpleequaliza- cludingtheopencellfoamto keep that responseif the microphone moved
tion procedureof this type can greatly theprobetubecenteredinthe just a little bit maskedthe responseof the
improve the usefulnessof earphonesin canal, pinnae we were trying to measure.We
balancing a recording, and I highly rec- then glued a 1/16" OD thin plastic tube
ommend it to engineers. I will also make the observation onto the microphone, and inserted the tube deep into the
that it is possible to make an image in the earphones sharp- ear canal of the subject. The major frequency response
er than it is in natural hearing, and that phones equalized in anomalies due to the tube were removed with equalization.
this way are more precise for balancing than loudspeakers. The microphone is very similar to the one used by Spikofs-

ki. (Meade Killion makes an excellent (and gentle) probe
TIMBRE AND FRONTAL LOCALIZATION WITH microphone.)

PINK NOISE The probe tube is inserted as deeply as possible, so it is
The apparent lateral position of the image can be easily right next to the ear drum. It needs to be as deep as possi-
adjustedby such a process, but it will probably appear to be ble, because otherwise the huge notches in the response
either in the middle, above, or behind your head. It is much curve from reflections off the eardrum will mask the notch-
harder to make an image move to the front in the medial es due to the pinnae. A frontal response curve is made and
(up/down) plane. A pink noise signal through headphones stored, with a slight spatial average. A pair of earphones is
usuallysoundspretty bad in timbre, full of peaks and valleys carefully put on the subject. Pink noise is played through
in the sound.One might think forward localizationwouldira- the earphones, and another curve is made. The previously
prove if you removed these timbre errors with further equal- measured response of the loudspeaker is subtracted from
ization.Unfortunatelyit is not possible to simply adjust each the frontal response, and the earphone response is subtract-
frequencyband until they all appear tobe equally loud, since ed from the difference. The resulting curve is the equaliza-
what you are really doing in this case is adjusting each band don necessary to correct the phones. A 1/3 octave equaliz-
for equal masking. As Genuit has pointed out, masking de- er is adjusted to match this curve as close as possible. The
pendsstrongly on the pnae functions, and constantmasking subject then listens to pink noise and fine adjusts the rela-
is not a good match to the frontal frequencyresponse. In any five balance of the bands for the sharpest image, and ad-
case,if you think youknow what pink noise shouldsoundlike justs the treble balance if necessary.
when heard from the front you are probably foolingyourself. When this equalization is finished normal stereo record-
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ings usually appear to be outside the head and in the hod- and any change is interpreted as a change in timbre, not
zontal plane - at least after a short period of accommoda- position. It is not possible to just listen to music or noise
tion. As we pointed out before, custom earphone equaliza- and try to get it to sound correct by adjusting the timbre. I
tions made this way are wonderful for balancing have tried this for hours, and it is hopeless.
recordings. Timbre is also very good. You can take the I have to remove the phones and let my ears rest for
headphones off and listen to loudspeakers with almost no sometimes as long as several hours before I can be sure I
change in apparent timbre - a first for me. As a recording am hearing a new medial position. When the equalization
tool individually equalized earphones are great, is not very accurate several listeners have reported that by

closing their eyes and strongly imagining the musicians in
DIFFERENT EARPHONES front of them the image does move to the correct position

We tried equalizing several different phones. It helps after a few minutes. This training is not permanent.
gready to have a smooth response to start with. A pair of Sources return to their incorrect positions after a few hours
STAX SR3 on the ear phones sounded quite nice. A pair of rest. It appears that by far the best way to select curves for
AKG 240 phones needed little change, and were quite a particular listener is to be able to measure the ear re-
good. A pair of Sony MDR 50 phones sounded decent al- sponse of that listener. Such measurements are not as hope-
though a bit metallic. A pair of Sennheiser 222's (a closed less as it may seem. The probe microphone made by Mead
design) needed a lot of EQ, but were OK once we were Killion is so light it does not hurt to push it against your
through. A pair of Koss ESP-10 electrostatics needed a bit eardrum, and the equipment needed to automate the pro-
of damping foam between the phone and the ear before cess could be included in a digitally based earphone driver.
they were useable, but after this modification they came Hopefully the future will bring a practical product which
out pretty well. All these phones sounded similar after can do the job. Even if for reasons of liability insurance the
equalization, and amazingly different before, measurement must be performed by a licensed hearing

technician many of us would probably give it a try.
IMPROVEMENTS NEEDED TO OUR TECHNIQUE Until thatdayit isenormouslyfrustratingasa recordingen-

We have been using a dbx RTA-I as the analyzer. The gineer to have a playback method capable of superb results,
infinite integration time and the comparison mode in this but which preventsmy friends from hearing the latestresults
analyzer are especially nice. The measurements are fast, withoutrunning themthrougha tediousand trickyprocedure.
but somewhat higher resolution than 1/3 octave would be
useful,aswould a computerinterface.Wehopeto soonput DUMMY HEADS AND THE UNIVERSAL DUMMY
togethersomedigital analysisequipmentwhich would al- After this discussionit is probablyobviousthat thepinnae
low measurementof both amplitude andphase.We have responseof a dummyheadshouldaccuratelymatchthatof
beenusinga RANE midi programmable1/3octaveequal- the listener,andwe should all make castsof our crania.
izer which allows inStantswitchingbetweenthecurvesof Trueenough.But thereis hope.
different individuals. This featureis quiteuseful.An inter- The forwarddirectionhasthe mostcomplexandunique
esting feature of these experiments is that the equipment frequency spectrum. The illusion of sources in other direc-
needed is not particularly expensive or uncommon. All you dons is far less difficult to achieve. If we insist that a sim-
really need is little patience, plified but adequate equalization for the forward direction

be contained in the earphones, the response of the dummy
INDIVIDUAL DIFFERENCES headin the forwarddirectionshouldbeas flat aspossible.

How different are the equalization curves needed for The response from above the dummy should be the differ-
different individuals? We have not measured enough ence between the over the head response and the frontal re-
people to know, but they appear to be quite different, sponse of the listener.
About 40% of the listeners who have tried earphones For any given listener this difference is just as complex
equalized for my ears report they work pretty well, at least as the frontal response, but I suspect that this complexity
after about 10 minutes of listening. The rest are sure they need not be exactly reproduced. In my experiments gross
do not. Sound sources which are supposed to sound in errors in equalization frequently cause an apparent above
front remain stubbornly above or behind the head. We de- the head localization, and I suspect this direction can easily
veloped individual curves for several of these subjects, and be simulated from a smooth alteration of an average frontal
all reported frontal localization and OHL except one. The response. The same is likely to be true of sources behind
individual who did not get OHL still liked the timbre, the head. Precise localization of these directions is not nec-

What can be done to match different people better? It essary for full enjoyment of music.
might be possible to make a collection of response func- Thus if our goal is to make recordings which will satisfy
tions, and let a listener select two which work for them. A a large number of people, and also be capable of the high-
large number might be required. There are no duplicates est quality playback on loudspeakers, we must think of
among the 5 or so curves I have obtained so far. Each indi- separately equalizing BOTH the dummy and the head-
vidual gready prefers their own. Selecting curves might phones for a simplified flat frontal response. Ideally we
also be difficult. In my experience the elevation of a music should also spatially equalize the dummy by boosting the
image typically does not change as equalization is varied. L-R signal at low frequencies, which will improve loud-
The mind latches on to a previous position too strongly, speaker playback and permits mixing accent microphones.
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The headphone amplifier should correct for the inherent L- We find that this angle is vital in reproducing the dis-
R boost when either compatible binaural or ordinary stereo tance of objects in front of the listener. If we give our stan-
is played, and match the equalization of the earphones to dard dummy an average ear angle, people who's ears are
the pinnae of the listener, closer to the head will perceive all frontal sound sources as

The universal dummy should do the following: too close. People who have their ears further out will find
1. Have completely smooth frontal response, the sources too far away. We have to live with this error for
2. Vary the treble response smoothly in the horizontal the time being.

plane -- increasing treble to a maximum of about Note that my suggestion for equalizing both the dummy
+5dB at 90 degrees in the horizontal plane, and earphones to a spatially averaged forward response is

3. Duplicate the interaural time differences of a natural very similar to the work of Theile, except he recommends
dummy for sources in the horizontal plane, using the diffuse field response as a standard. Clearly if the

4. Increase the response at 8kHz smoothly as sources pinnae on the dummy match the listener's pinnae exactly it
move up in the vertical plane, reaching a maximum at doesn't matter which standard we choose. However, the

about +75 degrees, compatibility of the recording with loudspeaker reproduc-
5. Roll treble response smoothly but steeply down as tion is better with the forward equalization (ref - IX3), and

sources move behind the head. additionally when the earphones are custom equalized to
6. Simulate the effect of a torso in the downward direc- the forward direction ordinary stereo frequently appears to

tion by sharply attenuating treble as well as upper be forward, well balanced, and outside the head. These are
midrange in that direction, powerful arguments for our method. However I have found

7. Be non controversial in shape, preferably a transpar- that for many pinnae the diffuse field response and the 1/3
ent sphere or cylinder about 20cra in diameter, octave spatially averaged frontal response are quite close.

This last requirement may in fact be the most important. This is true both of our current dummy (which uses slight-
I have been using a modified Neumann KU 81i dummy for !y modified casts of my own ears) and the Neumann
about 2 years now, both for recording sessions and for con- KU8 li. With luck Theile and I can avoid an argument on
cert work. It is not beloved of musicians, conductors, or this point.
stage managers. I have been forbidden to use it in many in-
stances. It is disturbing and distracting to both the musi- THE KUGELFLACHENMIKROFON (KFM)
cians and the audience to have a vaguely anthropomorphic Theile and the IRT suggested a microphone which would
head hanging by a string behind the conductor. It is also give the treble response changes and time relationships of a
just plain too large. We are working on a simplified dum- dummy head, but which would have flat frequency re-
my built with the present pinnae and microphones mounted sponse in the forward direction. This microphone is now
on a U shaped curved sheet of clear plastic. Current results being produced by Schoeps. Unfortunately the response of
have been quite favorable. The "Kunstkopfgeist" appears the microphone from above, below, and behind is not at all
to localize vertically as well as the more anthropomorphic like that of a dummy. We have experimented with our own
head, and has smoother horizontal localization in front, design of such a mike, and find that indeed the timbre in
The Geistkopf has a forehead, but no chin, and the rear of the forward direction is very good. However both on ear-

the head is open. Visually it is a great improvement, and phones and loudspeakers the reverberation does not spread
appears to be acceptable to those in charge, up and away from the music as much as a true dummy. Our

We do not know how to make an ideal head at present, version has a substantial roll-off to the rear of the head. In

For the time being we will continue to use cast pinnae the version by Schoeps there is no roll-off in the frequency
equalized for roughly fiat forward response. We select a response of reverberation picked up from the rear of the
pair of pinnae for the dummy head which do not have wide microphone, which will further reinforce the tendency for
and deep notches in the horizontal forward direction, and the reverberation to occupy the same direction as the mu-
equalize the response of each ear independently for fiat sic. The continued popularity of the Neumann M50 in clas-
forward 1/3 octave response with a spatial averaging of sical recording indicates that a rear rolloff is often useful.
+10 degrees. The dummy is quite effective with loudspeak- Other alternate dummys also exist, such as the one of-
ers or custom equalized earphones. Sound sources in front fered by Crown. This may also be capable of good record-
of the dummy appear to be in front, rear sources are be- ings when used with care. At least it definitely rolls off the
hind, and height is adequately reproduced. Two major treble of sounds from the rear. This mike does not repro-
problems remain. The timbre in front is not really fiat duce directional cues for sounds above and below the head,
enough. For broad sources such as chorus or orchestra the and has an unusual forward directional pattern.
timbre can be very good, but with a soloist the particular
response of the pinnae in that direction can sometimes be OUT OF HEAD LOCALIZATION (OHL) THROUGH
heard on loudspeakers. The major remaining problem is REFLECTIONS
the apparent depth of sound sources. If you look around Several researchers have reported increased OI-]L when
you will see that your colleagues have heads of all differ- side wall reflections of a listening room are deliberately
ent diameters, and the degree of shadowing of the pinnae recorded or introduced after the recording with electronic
by the front of the head varies. The angle the ears stick out delays. The reflections should have equalization appropri-
away from the headvaries a lot. ate for their apparent direction. In the experience of this
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author such reflections are indeed helpful, but accurate tape which seemsto give a successfulheight illusionfor many
frontal equalization is more important. If the equalization listeners,along with increasedlatemlizationwhen the listener
or impulse response of the recording/earphone system is is on the center linebetween the speakers.
not well matched to the listener, the results are poor. Q-Sound in Calgary has produced a commercial for

Coke which gives greatly increased lateralization when
RESEARCH BY OTHERS heard on the center line between the loudspeakers. There is

Many groups are working on the problems of OHL and no senseof height in this commercialfor me, andthelater-
dummyheadrecording.KlansGenuitand theHeadAcous- al illusion collapsesto normal stereowhenyou moveone
tics people in Aachen came (some years ago) to very simi- foot from the center line.
lar conclusions to mine. I believe both their heads are es-

sentially free-field equalized to the forward direction, CONCLUSIONS
although I do not know if they use spatial averaging. The Although duplicating some aspects of natural binaural
results with their first head are quite good. They also hearing would seem to be of great advantage in many ap-
equalize a pair of STAX Lambda phones to the forward dj- plications of audio engineering, the effectiveness of the re-
rection (on someone's ears!). When I tried these phones suits depends to an alarming degree on the physical charac-
some of their recordings localized to the front, and some teristics of the listener. Loudspeaker reproduction of
did not. Their first head sounds very good - especially binaural stereo is more robust than headphone reproduction
when compared to the unmodified Neumann. I have heard in this regard, but unless the listeners are willing to confine
their new simplified head for only a few minutes, and can- themselves to a rather limited space the improvement over
not judge its quality. The Head Acoustics recordings are normal stereo is quite subde. Perhaps the most interesting
quite good on loudspeakers. They also have a computer conclusion from our research is that earphones are at least
based binaural simulator, as individual as shoes. Attempting to make one size fit all

Dr. Alex Persterer and the AKG group in Vienna has de- has severely limited the realism we all expect them to re-
veloped a computer to make pinnae related recordings, produce. Hopefully progress in finding how to match ear-
They use ear data generated by Blauert and Lehnert in phones to users will be forthcoming, along with a truly
Bochum. When I heard the computer in Hamburg I did not loudspeaker compatible dummy head microphone.
get any frontal localization. In fact it was this lack of frontal
localization with 3 different pinnae functions which got me REFERENCES:
interested in studying this problem. The person who J. Blauert, "Spatial Hearing" (MIT Press, Cambridge, MA
demonstrated the computer to me said he got frontal local- 1983)
ization if he installed his own ear data, and not otherwise. D. Griesinger "Equalization and Spatial Equalization of
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anelevateddirection. K.N. Stevens,R. Berkowitz,G. Kidd Jr, D. M. Green

The convolvotron developed by Scott Foster, Elizabeth "Calibration of ear canals for audiometry at high fre-
Wenzel, and Fred Wightman is amazing. I got decent forward quencies" J. Acoust Soc Am 81(2) Feb 1987 pp 470-493
localization even without head tracking. The same is me of G. Theile "On the Standardization of the Frequency Re-
the Digidesign based system of Bo Gering in Toronto. sponse of High-Quality Studio Headphones" Audio En-
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